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P25 Conventional & Trunking Features 


P25 VHF Conventional and Trunking 

The IC-9511HT series offers both analog conventional and P25 
digital conventional operation with a P25 trunking option. You 
can assign individual channels to analog conventional, P25 
conventional or P25 trunking, all within one radio using digital/ 
analog mixed mode operation 


Thteroperability 
‘The IC-F9511HT conforms to standard specifications for TA/EIA 
-102, GAAB, Digital C4FIM Transceiver Performance Recommen- 
dations, Provides interoperability with other brand P25 equip- 
ment for public safety applications. The IC-9511HT series is also 
P25 CAP compliant 


Individual ID and talkgroup ID 

‘The IC-F9511HT has a 100 individual ID and 250 talkgroup ID 
memories. Use the display to visually select the person or group 
you're going to call 


Optional AES/DES encryption 

‘AES and DES encryption keeps conversations secure with the 
optional AES/DES or DES encryption unit. An optional FIPS AES 
board is certified to FIPS 140-2, 


OTAR (Over-the-Air-Rekeying) 
The IC-F9511HT supports P25 OTAR and trunked OTAR for 
changing encryption keys over the air 


Enhanced vocoder ready 
Uses the DVSI's AMBE+2™ vocoder. 


ATG [Announcement talkback group) 

Call a large group of groups on a trunking network. Dispatcher 
can hear replies wehn radios respond to an announcement 
group call. 


ESN programming 
Save ESN’s on a cloning file to only allow approved radios on 
trunking systems. 


110W of powerful RF output 


A full 110W of output power is available for 
reliable long distance communication. A 
large heat sink provides effective cooling 
mechanism allowing continuous duty cycle 
operation (20% duty cycle transmission) 


1P54 dust and water resistance 


The controller and RF unit have IP54 dust- 
protection and splash resistance allowing it 
to be used in wet and dusty conditions. 


Dot matrix, multi-function LCD 


With a high contrast dot matrix display, 
upper and lower case characters can be 
easily distinguished. The display shows 12 
characters by 2 lines. LCD backlight is 
standard. 


Vote Scan 


The conventional voting mode scan de- 
tects the signal strength level of repeater 
stations an automatically selects the 
strongest station, useful for roaming 
between 2 or more repeater sites. Once 
you program the voting mode to a memory 
zone, you can easily start voting mode 
operation by changing the zone setting, 


‘9-pin external speaker connector 


The IC-F9511HT has a 9-pin speaker con- 
ector with a 15W (typ.) audio ampifier for 
connecting the SP-30 external speaker, 
horn honk and ignition sensing line, eto, 
When an external loud speaker is con- 
nected, the RX speaker function allows 
you to relay the received audio over the 
loud speaker. 


Photo inclides optional RMK-4, OPC-607, SP.22, SP-90 and HM148G. 


Optional dual-head controller’ 


By installing the optional RMK-4 with a 
‘sepatation cable, the IC-F9511HT can be 
made a two controller *Dual-head” configu: 
ration, While a dual-head operator is com- 
municating using one of the controllers, 
the other operator can monitor incoming 
and outgoing audio. Also, the radio can be 
used as an intercom between controllers, 

+ Optional dua-head separation Ki, separation cable, 
‘microphone and speaker are required 


512 memory channels, 128 zones 


Up to 512 memory channels can be di- 
vided into 128 memory zones, allowing 
you flexible channel and communication 
group management. The CTCSS and 
DTCS encoder and decoder’ are also 
built-in to set up your own talk groups. 
“Analog mode only. 


Programmable accessory connector 


The IC-F9511HT has a D-SUB 25-pin ACC 
connector for connecting external devices. 
It has reserved pins for programming to 
input operating channels, turn on/off func- 
tions and output received audio. 


Internal clock setting example 


Tactical group function 


The tactical group function allows you to 
copy memory channels to the tactical zone 
and temporarily regroup memory channels. 
Using the optional zone copy cable, mem- 
ory channels in the tactical zone can be 
transferred from a master radio to other ra- 
dios, 


‘Abundant scanning functions 


The dual priority scan monitors two pri- 
mary channels alternately, while scanning 
other channels. The mode dependent scan 
function automatically changes the scan 
list according to the operating channel set- 
ting. The talk back function with timer 
beep, TX channel and cancel channel set- 
tings allow you to preset the transmission 
channel when you push the PTT button 
during a scanning operation or cancel the 
scanning, 


Radio stun/kill and 
Power-on password function 


The radio stun/kill function* disables a lost 
or stolen radio over the air, eliminating se- 
curity threats from undesired listeners. The 
power-on password" prevents unauthor- 
ized people from turning on the radio. 

* P25 digital mode only. ** The power-on pass- 
‘word function is not compatible with the RMK-4. 


Optional external speaker SP-30 


Newly designed external speaker, SP-30 
offers 15W" (typ.) of high level audio with 
the IC-F9511HT for improved operation in 
noisy environments, 

* Rated input of the SP-30 is 20W. 


+ Wide frequency coverage (136-174MH2) 

+ FM wide/narrow channel spacing” 

+ Built-in audio compander*! 

+ Buil-in inversion type voice scrambler** 

+ NTIA VHF specification compliant 

+ Talk around function 

+ DTMF autodial** 

+ Microphone hanger action (On hook scan 
and off hook monitor) 

+ 2-Tone encoder and decoder’ and MDC 
1200 compatible"! 

** Analog mode only 
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Nhat peacen Fret To change without noice or ablgaion, 


OPTIONS some options may not be avatable in some countries. Please ask your dealer for datas 
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